Types Actual Size +Watts
RB 80/16 0.5mx1.0m 80w
RB 90/12 0.5mx 1.5m 90w
RB 120/12 0.5m x2.0m 120W
RB 180/12 1.0m x 1.5m 180W
RB 250/12L 1.0m x 2.0m 250W
RB 250/12 1.25m x 1.6m 250W
RB 350/12 1.30m x 2.2m 350W
RB 450/12 1.5mx2.3m 450W
RB 600/12 1.77m x 2.51m 600W

230 Vac Nominall 50-60 Hertz
Your rug should be 5cm broader than the heating unit.

Every RugBuddy is tested before shipping and is guaranteed to be in good working order.
RugBuddy is guaranteed against manufacturing defects for a period of 24 months from date of
purchase. The manufacturer’s liability is limited to the replacement of faulty heaters only.

The manufacturer assumes no responsibility for the improper installation and/or use of its products
or for any consequential loss. Please read safety & precautions and important notes carefully.

Should you have any queries, visit the website at www.bewarmer.co.uk or contact our help line.

Help Line 0333 121 0160
will@bewarmer.co.uk
www.bewarmer.co.uk
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Under Rug Heater

Your rug
RugBuddy®
Anti-slip underlay

(not included in box)

e Unique
e Economical & Efficient

e Safe & Healthy
e Maintenance Free



Safety and Precautions

Congratulations on acquiring the smartest portable radiant floor heater in the world! Please take a
few minutes to read these guidelines and familiarise yourself with your RugBuddy. This will ensure
that you enjoy years of trouble free warmth at your feet from the floor.

RugBuddy is an electrical heating appliance and must be used strictly in accordance with these
guidelines.

IMPORTANT NOTES

e RugBuddy is for indoor use only.

¢ Do not cover the heater with mattresses or other insulating materials (eg. thick duvets, bean bags, air
beds, etc.) as this traps the heat and raises the temperature under the rug.

e Use with earth leakage protection ELCB

* This appliance is fitted with a GFCI / RCD (max 30 mA)

e Do not use without a thin rug on top.

Do not use folded!

¢ Do not put any other heating or cooking appliances on top of the rug.

e Do not insert any sharp objects into the heated rug.

e Do not switch on the RugBuddy if it has been damaged. Do not repair.

e Turn the power off and unplug when (steam) cleaning your rug.

¢ Do not use the RugBuddy to dry out the rug or to dry out clothing.

o If the supply cord is damaged, the appliance must be scrapped.

¢ In case of damage or in the unlikely event of RugBuddy failure, your RCD / earth leakage may trip. Should
this happen, switch off, unplug and contact the helpline (see back page).

e This heating unit must be used only above a floor of concrete or similar material.

e |f supplied with RCD test @ monthly intervals

e Inspect on and annual basis for folding, wear and tear.

e This appliance is not intended for use by persons (including children) with reduced physical, sensory or
mental capabilities, or lack of experience and knowledge, unless they have been given supervision or
instruction concerning use of the appliance by a person responsible for their safety. Children should be
supervised to ensure that they do not play with the appliance.

Features and Benefits

o Easy to use - Simply plug in!

¢ Portable floor heating
e Warms within 15 minutes e Can be used with a plug in timer / thermostat
¢ Safe and healthy radiant heat * Maintenance free
o Effective, efficient & economical e Suitable for use on any floor finishes -
Tile - Wood laminate - Carpet - Vinyl

¢ Take with when moving home

e Turn down central thermostat
e Saves energy

Fitting Instructions / Operating guide

Connection Block

e The floor must be smooth and free of grit.

e Cut non-slip underlay a little bit smaller than the rug all
around using a sharp pair of scissors.

¢ Place RugBuddy on top of the underlay ensuring there are
no creases nor folds in the heater.

e Cut out a small circle shape the same size as the thicker
connection area from the underlay (Fig. 1.1) so that the
connector corner does not protrude through the rug and
may get damaged from movement above the rug.

e It must be flush with the underlay (Fig. 1.2)(Fig. 1.3).

e Fix the RugBuddy onto the underlay with duct tape
supplied.

e Unroll your rug over the RugBuddy heater and the
underlay.

e Plug into an electrical socket, switch on the power, test
RCD / reset and feel the warmth on your carpet within 15
minutes.

Connection Block Alternate

 Similar to the installation above cut out a small circle
shape the same size as the thicker connector from the
underlay as well as a strip as shown in diagram (Fig. 1.4).

¢ Feed the cable plus the corner of the heater with the
thicker connectors underneath the underlay with the
thicker connectors facing up but not protruding above the
underlay. This will prevent the block from getting damaged
from movement on top of the rug.

e |t must be flush with the underlay (Fig. 1.5)(Fig. 1.6).

e Fix the RugBuddy onto the underlay with duct tape
supplied.

o Unroll your rug over the RugBuddy heater and the
underlay.

o Plug the unit into an electrical socket, switch on the power,
test RCD / reset and feel the warmth on your carpet within
15 minutes.
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